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aspect ratio, necessitating operation at higher coeficierits 
of lift for a given flight dynamic pressure and payloact 
weight, with a consequent increase in induced drag. The1 e- 
fore, it is apparent that, since the aircraft or vehicle 
parasite-drag coefficient, CD,, can be considered inde- 
pendent of the particular lifting system being utilized 
therewith, further increases in aerodynamic efficiencies 
can be achieved only through the use of more efficient 
wing configurations. Acordingly, the present invention re- 
solves this problem by analyzing unconventional or non- 
planar wing configurations, or airfoil bodies in a unique 
and yet: simplified manner which offer the advantage of 

CT OF TISE DISCLOSURE reduced induced drag over that achieved by the optimum 
planar wing form. The latter is accom~lished through 

This relates to a method and apparatus for measuring 15 use of an electric analog device which is effective evkn 
the induced drag of a wing form by providing an electric for the most complex forms. 
analog of the fluid flow pattern by setting up an electric Mathematically, various nonplanar wing fonns nlay be 
field in a conductive sheet, and forming a nonconductive analyzed for the purpose of comparing relative aero- 
void in the sheet shaped like the wing form and taking dynamic characteristics thereof including induced drag. 
measurements of potential differences between points on 20 For instance, an arbitrary circulation distribution may 
opposite sides of the void. be assigned and the corresponding induced drag com- 

puted mathematically. Progress may be made from the 
more simple to the more complex forms. Moreover, the 

The invention de'scribed herein may be manufactured optimum circulation distribution for minimum induced 
and used by or for the Government of the United States 25 drag of a selected nonplanar wing form naay be detcr- 
of America for governmental purposes without the pay- mined by, initially, selecting an arbitrary length of a 
ment of any royalities thereon or therefor. single-bound vortex arc representing, for example. a 

This application is a division of application Ser. No. cambered-span airfoil. The previously mentioned orbitrary 
247,423, filed Dec. 26, 1962. circulation distribution may then be prescrrbed and the 

The invention relates generally to airfoil bodies of 30 arc, representing the wing form under investigation, con- 
improved aerodynamic efficiencies and, more particularly, sidered as situated in a plane perpendicular to the steady 
to lifting systems of unconventional configurations and freestream velocity. Further, since the vortex filaments 
minimum induced drag. The aerodynamic theory and composing the arc cannot terminate in the Aow, a vortex 
principles upon which the present invention is based are sheet must emanate from the arc and the lift and induced 
discussed in NASA T.R.-R139, published by applicant 35 drag, then, determined, through further computation; 
in approximately May 1962 and entitled "The Theory of however, this method is quite unwieldy and time-con- 
Induced Lift and Minimum Induced Drag of Nonplanar suming especially when more complex lifting forms are 
Lifting Systems." investigated. In the latter event, the machine analysis 

To successfully acomplish many modern aircraft mis- method of the present invention presents a far more 
sions, relatively high aerodynamic efficiencies are often 40 simplified and yet unique method of achieving a reason- 
required, even though the aircraft available for such mis- able comparison of the relative efiiciencies of a variety 
sions frequently incorporate wings of relatively short of nonplanar forms. In other words, the optinlurn circula- 
span. Moreover, certain of these modern-day aircraft mis- tion distribution for minimum induced drag of a plu- 
sions often require aircraft operation at  relatively large rality of nonplanar wing forms may be easily and quick- 
coefficients of lift which, when associated with the rela- 45 ly determined and compared by means of the analog cie- 
tively large induced drags characteristic of the relatively vice of the present invention. The electric potential Aclw 
small wing spans frequently utilized therewith results in distribution is actually measured by the inventive analog 
relatively low aerodynamic efficiencies. With the use of and compared with analogous aerodynamic now. Known 
conventional, flat-span wings, the difficulty in obtaining aerodynamic theory and principles may then be applied 
high aerodynamic efficiencies is magnified when examined 50 to the values obtained by machine analysrs to obtain the 
in light of the above-noted considerations. Furthermore aerodynamic characteristics usable in the design of a par- 
the problem can best be demonstrated by an analysis of ticular wing form. 
the expression for the wing drag polar. In connection with the hereinbefore mentioned "knowil" 

C L ~  aerodynamic theory, the principle of vorticity attenuation 
CD,~=CD,+  FkA 55 which states that, although the total circulation of tbe 

wake vorticity of a simple flat lifting line, for example, 
where, CD,, the profile drag coefficient, is a function of cannot be altered, the kinetic energy content of the wake 
the coefficient of lift, CL. Obviously, if the drag coefficient, and may vary considerably even for a constant circula- 
CD, is to be held to a minimum value, CDO, the profile tion, must be satisfied before decreased induced drag c,in 
drag coefficient should be made as small as possible, and 60 be expected. In addition, the effective aspect ratio (kt"\) 
kA, the effective aspect ratio, as large as possible. HOW- may also be utilized for comparing the efficiencies of 
ever, this is an incompatible relationship, since the thick- various wing configurations. Thus, if the same wing ar-a 
ness ratio of the conventional flat-span wing also increases A and span b of an elliptical planform-span wing (tll-, 
as the aspect ratio is increased. This increase in thick- optimum planar wing) of aspect ratio A is used as a basis 
ness ratio, in turn, effects an increase in the profile drag 65 for calculating the coefficients of a nonplanar system of 
coefficient CD,, and, accordingly, a point is ultimately span b', the induced drag polar for any nonplanar lift- 
reached where further increases in geometric aspect ratio ing system can be expressed as 
(or span length) becomes, in fact, detrimental since the 
inherent increase in profile drag becomes large enough to Coi = CL? 
cancel the beneficial effect of the reduction in induced 70 rAeff 
drag. Furthermore, for a constant wing area the struc- A,ff=kA, and where k is an efiiciency factor which 
tural weight of the wing also increases with increases in remains constant so long as the optimum circulation dis- 
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tribution exists on the nonplanar system of span b' can FIG. 10 represents the integration path determining the 
be compared wilh any flat-span, elliptical wing of span circulation corresponding to a given spanwise station for 
b and area S. The circulation distribution required for an arbitrary \branched-tip form utilized with the electric 
the maximum effective aspect ratio can be also determined analog of the present invention. 
far symmetrical arc segments by means of a mathe- FIGS. 11 and 12 are schematic views of cambered s p a  
malical method known as "conformal transformation." airfoil configurations of the type utilized in the present in- 
In this method, the efficiency factors k for a family of vention, illustrating circular arc and semi-elliptical 
arc forms can be determined with considerable difficulty. cambers, respectively. 
This factor k is most useful in comparing the relative Referring to the drawings and particularly to FIGS, 
aerodynamic eficlencles of a plurality of wing forms. 10 1-3 thereof, the fully asembled electrical analog system 

The electrlcal analogy method of the present invention of the present invention is indicated generally at 10 (FIG. 
is based on the fact that when electron flow is trans- 3 )  as includjng a sheet of uniformly conducting material 
mitted across a uniformly conducting sheet (two-dimen- 12 mounted between a pair of spaced, parallel electrodes 
slonal flow), the resulting distribution of electrical poten- 14 and 16 which form part of an open framework indi- 
tial has direct analogy to fluid flow. Thus, in the present 15 cated generally at 18. Electrodes 14, 14, which may be 
inbention, analogy can be made between aerodynamic in electrical circuit with a suitable power source (not 
and electric parameters, especially as between the effi- shown), may be releasably attached on opposite sides of 
ciency factors I< (aerodynamic) and K, (electric analog). framework 18 by means of a plurality of fasteners indi- 
An electric analogy device is utilized for this purpose in cated generally at 20 to facilitate rapid disassembly there- 
the present invention in which the analogous electrical 20 of from the framework 18 and thus permit easy inter- 
Aow is measured and the values so obtained applied to changing of the conducting sheet 12 with additional sheets 
known expression. It is noted that the efficiency factor for the purpose of investigating and comparing results of 
thereof may be then computed by means of a known a varicty of wing forms. To utiiize the inventive electric 
expression as will be described hereinafter in more de- analog 10, the unmarked conducting sheet 12 is first as- 
ta1 l. 25 sembled to the framework 18 (as in FIG. 1) in attached 

It is an object of the present invention, therefore, to relation between the electrodes 14, 16 and, to construct 
ploduce an improved airfoil body configuration possess- the electrical potential flow analogous to the correspond- 
in,: decreased lnduced drag. ing aerodynamic flow, the form or boundary representing 

A further object of the invention resides in improved the particular lifting system is then cut into the surface of 
ncans for specifically determining the induced drag of 30 sheet 12, in this case, the cut being circular in form as in- 
a preselected airfoil body configuration. dicated at 22. However, the cut may be any nonplanar 

A stdl further object of the invention provides elec- form, as desired. It is noted that the size of this boundary 
tric analog means for determining the optimum circula- (22) is relatively small when compared with the total size 
lion distribution of a preselected form or boundary rep- of the sheet 12 itself. In this manner, the electrical flow 
resenting the particular lifting system possessicg the 35 adjacent the outer boundaries of sheet 12 remains Un- 
min~mum ~nduced drag. disturbed. The assembled conducting sheet 12 and the 

An add~tional object of this invention resides in im- electrode-supporting framework 18 may then be placed in 
proved means for determining and thereby comparing circuit with an appropriate power source and, as illus- 
the particular nonplanar wing configuration of a plu- trated in FIG. 3, an electron voltmeter 24 utilized there- 
raiity of selected airfoil body configurations possessing 40 with to measure the electric potential flow relative to the 
the minimum induced drag. lifting system boundary 22 cut into the surface of sheet 

Another object of the invention resides in the utiliza- 12. To accomplish the required flow measurement, voit- 
tion of an airfoil body or wing configuration incorporat- meter 24 is equipped with a pair of finely pointed electric 
inj: integral neans of improved form for effecting de- probes at 25 and 26 and, when electron flow is transmitted 
creased induced drag. 45 between electrodes 14 and 16 across conducting sheet 12, 

Other objects and advantages of the invention will the boundary cut 22 representing the particular lifting 
belsome apparent from the following description, taken in system causes the current flow thereabout to satisfy the 
connection with the accompanying drawings. same boundary conditions as for the case of the analogpus 

FIG. 1 is a top perspective view of the improved fluid regime and the values of AE (the potential difference 
electric analog system of the present invention, illustrat- 50 equivalent to the circulation distribution at the given 
ing the conducting sheet in assembled condition to its point), (AE),, the potential difference across the bound- 
supporting base element. ary center, and 

FIG. 2 is a second top perspective view of the im- 
proved analog system of FIG. 1 illustrating the assem- 
bled conducting sheet with the form or boundary repre- 55 (3 
suiting the particular lifting system cut into the surface (the change in potential per unit length in the direction 
thereof. of the uniform current at infinity) may be read directly 

FIG. 3 is a third top perspective view of the fully with the voltmeter 24. 
assembled analog system of FIGS. 1 and 2 with a po- T o  determine the efficiency of a selected nonplanar wing 
tenth1 flow measuring device added thereto. 60 configuration, the aerodynamic efficiency factor k, found 

FIG. 4 rilustrates a plot of an arbitrary arc form uti- in the basic induced drag polar expression for any non- 
lized with the apparatus of FIGS. 1-3. planar form, where, 

FIG. 5 illustrates the arbitrary arc form of FIG. 4 
with the slit incorporated therein. CD,=;,-, C12 

FIG. 6 illustrates the graphical method utilized with 65 
tht: invention to facilitate accurate measurement of the may be determined from the expression, 
potential Aow at a measuring station of an appreciable I 

curvature portion of the arc form of FIGS. 4 and 5. 
FIGS. 7 and 8 represents schematic showings of modi- 1 (2) 1 r - 

fied airfoil body configorations of the invention, illus- 70 
trdting the wing lip, respectively, terminating in closed 

"" (;) .L, E i d y  

circular and elllptccal arcs. 
FIG. 9 represents a schematic showing of a modified where is the span ratio factar, ro is the value of circula- 

airfoil body configuration of the invention, illustrating tion in the plane of symmetry, and Wo is tbe compl2x 
thb: wing tlp split ~nto  a plurality of blanches. 75  potential function in the plane of symmetry. However, a 



convenient dimensionless cinstant K may be extracted 
from the above efficiency factor k equation where, 

The electrical analog of this equation has been determined 
to be: 

It is noted that the dimensionless constant K includes 
everything in the efficiency factor expression (k)  except 
for the factor 

1 - 
t L 2 ~  

where $ is the span ratio, b/b',  where b is the wing factor 
span of the flat wing being used as the basis for the effi- 
ciency comparison and b' is the projected wing span of the 

be normal to the boundary 30 in the immediate vicinity 
of the boundary. Accordingly, if AE, the difference in po- 
tential, is to be read on voltmeter 24 at measuring sta- 
tion 36, for example, a normal line (as at 40) may be 
constructed through the station 36 beLore boundary SO 
is actually cut therein. As a resntt, tire potential lires 
which would end on this point (36) will lie alonz ~ioirrial 
line 40 in the virinity of slit 30. The probes 25. 26, must, 
therefore, be placed at the intersection points ia and IEE' of 
the normal line 40 with ths opposite edges of the slit 3O 
to measure the electric ~otential flow of the particular 
nonplanar form (in this case, form 26) cut into the sur- 
face of the uniformly conducting sheet. 

With the above described measurements obtained from 
15 use of electric analog 10, the value of K, may be com- 

puted in accordance with the previously referred to 
analog equation by integration of the potential difference 
distribution 

and by using the measured values of 
- - 

nonpianar wing under consideration. 
T~ILIS, K,, may be determined by experimentally meas- 

uring the factors contained in the expression therefore by 25 and (AE),. In practice, 
means of the electric analog system 10 of the present 
invention, as hereinbefore indicated. Since K and K, 
are both dimensionless constants and constitute the anal- 
ogons relationship for the aerodynamic and electric Po- may be taken as the voltage difference across the sheet 
tential flow, they must have the same value for geomet- 30 l2 divided by the distance (in this case 2 4 ~ ~ )  between 
rically similar flows (equivalent boundary conditions). lires of contact of the electr~dcs 14, 36 for each individual 
Thus K, may be experimentally determined by construct- reading. With this arrangement, it has been determined 
ing the analogous electrical flow on the conducting sheet that semielliptical arc forms, for exanlple, are consider- 
1% in which is performed the Wecific 35 ably more efiicient than circular arcs of equal span. It  is 
measuring the potential about this boundary form and, noted that the use of the electric analog BO has been con- 
then applying the measured values so obtained to the above sidered for the semielliptical form only: bowever, arc 
described expression for K,. Since the latter is equal to the forms of any shape may be analyzed by the analog meti,., 
corresponding aerodynamic flow, the areodynamic flow od of the present invention without departing from the 
parameter K is equal to K,. Finally, applying the value of true spirit or cope of the invention. 
K (determined as indicated above) to the expression for ' O  More complex systems may also be by the factor, k' and then this 'Omputed electric analog PO of the present invention. For example. a value of k to the induced drag expression given hereinbe- flat-span wing configuration may be modificd at the tip 

the induced drag to the measured section to reduce the induced drag thereof. As an example, potential flow the particular form cut end plates or fins might be used, Wg'b such forms, a hene- into the surface of conducting sheet 12 may be determined 45 ficial from an induced drag st.lndpoint, can be without resort to mathemat- achieved, especially where relatively large end plates are 
ical analysis. In reality, the number of wing forms treat- utilized. In any event, no matter how complex a con- 
abel is very limited and> for figuration is under consideration, the above described most configurations, the electric analog is the only means analog method of analysis constitiltes an 
available for obtaining th optimum circulation distribu- 50 yet simple means for determining eficiencics of vaii- tion thereof. ous configurations. To further analyze use of the inventive electric analog The wing tips may also be modified into a series of 
10, the arbitrary arc form Z8 of FIG. 4 (corresponding to curved or closed..tip forms, representative examples 
a given value of p, the camber factor) may be plotted on which be described in more detail Wilh the conducting sheet 12 (FIG. 1) in place of the circular 55 use of such curvel-tip forms, the oL,tboard quarter of the arc form ". A very 'lit 3W may then be semispan consists of a circular arc, the reason therefor cut along the arc form itself to form an electrical bound- being to move the tip region of the wiqg, where tfle ary of predetermined configuration' To measure the Po- stroilgest vorticity is shed, away from the heavily loaded tential flow distribution along arc form 28, a plurality (in 
this case, total of 11) of measuring stations 32 may be se- 60 center of the span and reduce the downwash at 

lected and the difference at each station meas- center. Relatively high values of efficiency ( k )  can be 

ured by use of the finely pointed probes 25, 26. Theoret- obtained with this method. With the closed-arc tip form 

ically, these measurements may be made at a single point. as illustrated in FIGS. 7 and 8, for example, these airfoil 

pactice, however, two separate measuring points are configurations may consists essentially of a plane win:: 
utilized at  each station. Note, for example, p i n t s  A and 65 portion generally indicated at 42 and d4, respectively, 
A, in F I ~ .  5. M~~~~~~~~~~ in this manner is relatively terminating in a tip portion of closed-arc form (circular- 
simple for the relatively flat portions (FIG. 5) of the arc arc form 46 in FIG. 7 and elliptical-arc form 48 in FIG. 

form 28, for example. However, where slit 30 incorporates 8)- Greatly increased efficiency factors k can be achieved 

an appreciably curved portion (note, curved portion 34 by Use of these ll~collventional wing-ti?? forms, and at 
in FIG. 61, two measuring points become widely sep- same time, the inherent stability and low-drag charac- 
arated (as B and B! in FIG. 6)  measurement becomes teristics of conventional-type wings are retained. These 
progressively more difficult for measuring curved portions. closed-arc tip forms (two examples of which are illus- 
In this event, a graphical method may be employed to trated in FIGS. 7 and 8, as hereinbefore indicated) are 
insure proper positioning of electric probes 25, 26 during easily investigated and compared in the specific manner 
measurement. Thus, equipotential lines 38 (FIG. 6 )  must 75 hereinbefore outlined with reference to the electric analog 
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I(@. The circular-arc tip form of FIG. 7 may be varied 
by chang~ng the diameter of the circle to achieve higher 
v,ililes of efficiency k and increase the effective aspect 
ratio; also the elliptical form of FIG. 8 may be varied 
in size and orientation to likewise vary the efficiency 
acid increase the effective aspect ratio. Further analysis, 
clearly revealed that the elliptical form of FIG. 8 (major 
axis oricnted vertically) gives greater efficiency in in- 
creasing effective aspect ratio, in accordance with the 
principle of vorticity spreading. It  is noted that these 
ciosel tips are not solid bodies, but are hollow to permit 
p,xssage there-through of the freestream air. 

I h e  wing tip section may be further modified into 
tFe branched tip Corm of FIG. 9 of the drawings wherein 
the tip section of thi: semispan 50 is split into a plurality 
of separate branches Indicated generally at 52 which may 
be considcred as an extension of the curved tip form re- 
ferred to a b o ~ e .  Through investigation of this form by 
the analog system 10 of the invention, the specific 
btanched tip distribution representing or possessing the 
optimum circulation distilibution producing minimum in- 
dirced drag may be obtained. These separate lifting 
branches 52 serve to spread or attenuate the trailing vor- 
ticity of the w i ~ g  over a much larger area than do end 
plates, for example, and are also much more efficient since 
they also piocluce lift. It is noted that the key feature 
ol ihe branched tip configuration resides in the spreading 
of the trailing vorticity in a vertical plane, resulting from 
curving the ~ndivid~ial branches in a vertical plane, in 
addition to splitting the wing tip into a number of indi- 
vidual branches. Thus, without the vertical dispersion of 
the plurality of tip branches, there would be no sig- 
nificant reduction in induced drag. 

To facilitate use of the electrical analog 10 of the 
present invention for analysis of the branched tip wing 
Icrm, each individual arc segment or separate branch 
QI winglet is measured by positioning the electric probes 
2; and 26 on oposite sides of each branch at a specific 
spanwise station, as is illustrated in FIG. 10 of the draw- 
ings. The crrculation around each arc segment (A and B, 
fcr example) is thereby measured, and the total potential 
difference reading, AE, is the sum of all such readings. 
Specifically, the pair of electric probes 25, 26 may be 
placed on points B and 4 to obtain the circulation around 
arc segment B and then on points 2 and 3 for arc seg- 
ment A, and the two readings (on voltmeter 24) added 
together. Alternatively, readings can be made at points 
1 and 2 and points 3 and 4 separately and the results 
added algebraically to achieve the desired result. 

Of course, other and more varied wing configurations 
of nooplarlai form may be investigated with facility and 
accuracy by the inventive electrical analog PO without 
departing from the true spirit and scope of the invention. 
For example, the entire span may be modified as illus- 
trlted by the cambered span airfoil of circular-arc camber 
indicated generally at 54 in FIG. 11 or as illustrated 
by the cambered span airfoil of semielliptical-arc camber 
indicated at 56 in FIG. 12. Naturally, analysis may be 
made of a plurality of these configurations with great 
facility by the electrical analog 10 of the present inven- 
tion to dstermine the most suitable specific configura- 
tion possessing the circulation distribution of minimum 
induced drag, climinating the time-consuming opera- 
tion of comparatively unwieldy mathematical analysis. 
Tlle circular-arc camber form achieves increased drag 
reductions as the camber is increased, resulting, for ex- 
ample, in an increase in effective aspect ratio with the 
w a g  efficiency factor k having a value of 1.50 for a 
semicircrilar span. For this case, the effective aspect 
ratio has been found 50 percent greater than is the geo- 
metrical aspect ratio of the elliptical planform wing 
of equal span. With the semiellipse form of wing span 
a\ in FIG. 12, even greater efficiencies may be expected 
fcrr egud spans and camber depth to semispan relation. 
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It is apparent, therefore, that gains in effective aspect 
ratio and efficiency can be achieved through even minor 
alterations of the wing tip region. Even greater gains 
can be obtained through radical modifications of the tip 
and, in some instances, more gains in efficiency can be 
achieved through modification of the wing tip itself 
rather than from a radical modification of the entire wing. 

Thus, the electric analog system of the present inven- 
tion offers a unique and improved system in which the 

10 analysis of a plurality of wings or airfoil bodies of non- 
p:anar configurations for aerodynamic efficiency and 
induced drag is facilitated. Moreover, specific examples 
of nonplanar configurations are presented which incor- 
porate unique modifications offering decreased induced 

15 drag and increased efficiency (increases in efficiency fac- 
tor k of 30-50 percent) over that of the optimum plan- 
form wing. Measurements are recorded by the inventive 
analog system and known aerodynamic theory and prin- 
ciples are applied to  these measurements to achieve 

20 all of the aerodynamic characteristics necessary for the 
design of particular configurations having minimum in- 
duced drag. 

I cllim : 
1. An electric analog device for predetermining the 

25 specific nonplanar configuration possessing the circula- 
tion distribution having the minimum induced drag com- 
prising: a sheet of uniformly conducting material incor- 
porating therein a cut representing the boundary of the 
particular lifting form under investigation; a pair of 

30 parallel electrodes supporting the conducting sheet there- 
between; and a voltmeter-measuring means for measuring 
the electric potential along the boundary cut into the con- 
ducting sheet. 

2. An electric analog device as in claim 1, said volt- 
35 meter-measuring means including a pair of finely pointed 

probes for measuring the potential at a pair of points on 
opposite sides of said cut and at a plurality of measuring 
stations therealong. 

3. An improved electric analog system for determining 
40 the optimum circulation distribution corresponding to the 

minimum induced drag of a selected nonplanar wing form 
comprising: a conducting sheet-mounting framework in- 
cluding a pair of framework-end piece electrodes; a uni- 
formly conducting sheet releasably retained in said frame- 

45 work between and by said pair of electrodes and having 
a boundary representing the selected nonplanar wing form 
cut into the surface thereof; and a potential-measuring 
means including a pair of electric probes for measuring 
the electrical potential distribution corresponding to the 

50 analogous aerodynamic flow at opposed points immediate- 
ly on opposite sides of the cut boundary at  a plurality of 
measuring stations. 

4. In an improved electric analog system as in claim 3, 
said uniformly conducting sheet being interchangeably 

55 mounted within the framework to enable the successive 
and rapid positioning therein of a plurality of additional 
conducting sheets incorporating modified boundaries cut 
in the surfaces thereof and repersenting other unconven- 
tional wing forms and thereby facilitating comparison of 

60 the respective circulation distribution. 
5. The method for determining the optimum circula- 

tion distribution possessing minimum induced drag of a 
plurality of nonplanar wing forms, which comprises the 
steps of: mounting a sheet of uniformly conducting mate- 

65 rial between a pair of spaced electrodes; cutting a rela- 
tively thin boundary lifting line in the surface of the con- 
ducting sheet representing the particular wing form under 
investigation; and measuring the potential flow difference 
between opposite sides of the lifting line at a plurality of 

70 measuring stations to collectively measure the potential 
flow distribution of the entire lifting line analogous to the 
corresponding aerodynamic flow. 

6. The method of electrically measuring the potential 
flow distribution corresponding to the aerodynamic circu- 

75 lation distribution of a plurality of nonplanar wing con- 
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figurations, which comprises the steps of: releasably thereof; and successively interchanging the all eady i i l c  as- 
mounting, in successive order, a plurality of sheets of ured first sheet of conducting mater:nl with otl-e; condricl- 
uniformly conducting material between electron-flow ing sheets incorporating different nonpkanar wing fai nas 
transmitting means for transmitting an electric current cut in the surfaces thereof to compare the lioieLliai flows 
across the respective conducting sheet from one side to thereof. 
the other; cutting a lifting line bouildary of relatively re- References Cited 
duced size in the conducting sheet to insure undisturbed 
electron flow at the sheet boundaries and rep~esenting a UNITED STATES l'ATI3N 1 S 
preselected nonplanar wing form; applying a pair of volt- 3,128,371 4/1964 Spaulding et a1 ---_-_ 235-61 1 6 
age difference-measuring, finely pointed, electric probcs to 
selected measuring points on opposite sides of the prese- DARYL W. COOK, Primary Exanainer 
lected nonplanar wing form to measure; the potential flow 




